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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers nmaterials, surface preparation,
and the application of a protective coating on
stai nl ess steel.
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PART 1  GENERAL
1.1  REFERENCES (Not Appli cabl e)

1.2 SUBM TTALS
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NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittals," and edit the
following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.
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The following shall be submitted in accordance with Section 01330,
"Submttals," in sufficient detail to show full conpliance with the
speci fication:
SD- 03 Product Data
Manufacturer's Catal og Data shall be submtted for nitrile rubber
base al um num pi gnented coating in accordance with the paragraph
entitled, "Delivery, Handling, and Storage," of this section.
SD-07 Certificates

A Safety Plan shall be submitted in accordance with the paragraph
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entitled, "Personnel Safety," of this section
1.3 SCOPE

This section covers materials, surface preparation, and the application of
a protective coating on stainless steel

1.4 DELI VERY, HANDLI NG AND STORAGE

Materials shall be delivered in their original, unbroken containers bearing
the manufacturer's name, product identification, and batch nunber.

Coatings, thinners, and cleaners shall be stored in tightly cl osed
containers in a covered, well-ventilated area where they will not be
exposed to extrene cold or heat, sparks, flame, direct sunlight, or
rainfall.

Manuf acturer's Catal og Data shall be submtted for nitrile rubber base
al um num pi gnent ed coati ng.

1.5 PROTECTI ON OF EQUI PMENT AND ADJACENT SURFACES

Al'l equi pnment and adj acent surfaces that may be danaged as a result of any
phase of this work shall be protected.

1.6 PERSONNEL SAFETY

Necessary precautions shall be taken in accordance with OSHA regul ations to
ensure safety of personnel engaged in these operations and personnel who
may be affected by such operations. Sone of the naterials to be handl ed
under this specification are conbustible or toxic. Using naterial safety

i nfornmati on provided by the manufacturer, the Contractor shall be
responsi bl e for providing equi pnent as required for safe application and
instructing the users regarding the hazards and proper handling procedures
to prevent damage to health or possible expl osion

A Safety Plan shall be submitted for protective coating systens in
accordance with OSHA regul ati ons.

PART 2 PRODUCTS
2.1 PROTECTI VE COATI NG

Protective coating shall be a nitrile rubber, alum num pignented coating
and will be provided to the Contractor as government-furnished property
(GFP) in accordance with the contract schedule for GFP
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NOTE: Designer nust ensure that this material is
included in the contract schedule for G-P

It is available fromKSC Central Supply under FSN
8030- 00- 485- 3656.
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PART 3 EXECUTI ON

3.

1 SURFACE PREPARATI ON

Al surfaces to be painted shall be clean, dry, and free fromoil, grease,
dirt, dust, corrosion, peeling paint, and any other surface contan nants.

Surfaces which will become inaccessible after installation of hardware or
conponents shall be prepared and coated while accessible.

Prepared surfaces shall be coated before recontam nation can occur, and
surface preparation and coating operations shall be sequenced so that
freshly applied coatings will not be contam nated by dust or foreign matter.

.2 I NSPECTI ON OF SURFACE PREPARATI ON

I mredi ately after the surface has been prepared, it will be inspected by
the Contracting Oficer to determ ne conpliance with the specification for
surface preparation. Any areas not neeting the surface preparation

requi renents shall be recleaned until approved. No coatings shall be
applied until the surface preparati on has been approved.

.3 COATI NG APPLI CATI ON

Application and handling characteristics of all coatings will vary. To
obt ai n opti mum perfornmance, adequate instructions fromthe nanufacturer are
essential and nust be closely followed, in conjunction with the

requi renents of this specification

Manuf acturer's recommendati ons for thinning, mxing, handling, and applying
his product shall be considered a part of this specification. 1In the event
of conflict between the requirements of this specification and the

manuf acturer's recommendati ons, this specification shall take precedence.
Conpressed air used for spraying coatings shall be free of nbisture and oil
Each coat of naterial applied shall be free fromruns, sags, blisters,

bubbl es, variations in color, gloss and texture, holidays (m ssed areas),
excessive filmbuild, foreign contam nants, dry overspray, etc.

No coating shall be applied when rain is inmmnent or when the tenperature
or humdity is outside the limts recomended by the coating manufacturer

Al'l coatings shall be thoroughly worked into all joints, crevices, and open
spaces.

Al newy coated surfaces shall be adequately protected from danage.

To prevent noisture condensation during application, surface tenperature
nust be at |east 5 degrees F 3 degrees C above the dew point.

Apply all coatings by airless spray, conventional spray, or by brush.
Airless spray shall be used for large surface areas. Conventional spray
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and brushes nay be used for small areas of intricate configuration and
t ouchup.

. 3.1 M xi ng and Application Procedures
WARNI NG

THE USE OF COATI NG MATERI ALS CONTAI NI NG HALOGENATED HYDROCARBONS W TH
COATI NG APPLI CATI ON EQUI PMENT THAT HAS ALUM NUM OR GALVAN ZED PARTS MAY
CAUSE AN EXPLCSI ON.

1,1, 1- TRI CHLORETHANE AND METHYLENE CHLCRI DE ARE TWO TYPES COF
HALOGENATED HYDROCARBONS USED AS SOLVENTS | N COVPLI ANCE COATI NGS,
COVPLI ANCE SOLVENTS, AND CERTAI N PAI NT STRI PPERS AND ADHESI VES. THESE
MATERI ALS REACT UNPREDI CTABLY W TH ALUM NUM AND GALVANI ZED PARTS AND
MAY CAUSE CORROSI ON, VWEAKENI NG OF PARTS, AND SEVERE EXPLOSI ONS.

DO NOT USE SOLVENTS OR COATI NGS CONTAI NI NG 1, 1, 1- TRI CHLOROETHANE OR
METHYLENE CHLORI DE W TH COATI NG APPLI CATI ON EQUI PMENT (| NCLUDI NG GUNS
PUWPS, AND PRESSURE TANKS) WHERE ALUM NUM OR GALVANI ZED PARTS COME | N
CONTACT W TH THE SOLVENT OR COATI NG MATERI AL.

USE ONLY EQUI PMENT MADE OF STEEL OR CORROSI ON- RESI STANT STEEL WHEN
USI NG HALOGENATED SOLVENTS OR COATI NGS.

Stir material thoroughly with a mxing instrument such as a Jiffy M xer
manuf actured by the Jiffy M xer Conpany, Inc., San Francisco, California,
or equal. M xer nust be powered by an air notor or an expl osi on-proof

el ectric notor.

Strain the mxed material through a 30 to 60 mesh 600 to 250 mi croneter
screen.

Provi de periodic slow agitation during application to maintain uniform
suspensi on. Avoid continuous rapid agitation

Thin for workability and inproved spray characteristics only. Use only the
manuf acturers' recomended thi nner and anount.

Adj ust spray equi pnent to produce an even wet coat w th m ni num overspray.
Apply in even parallel passes, overlapping 50 percent to provide conplete
and uni form coverage. Pay special attention to welds, cut-outs, sharp

edges, rivets, crevices, and bolts to ensure proper coverage.

Pressure pot, when used, shall be kept at the sane |evel or above the spray
gun for proper naterial delivery.

. 3.2 Dry-Fi |l m Thi ckness (DFT)

Coatings shall be applied to the dry-filmthickness sufficient to provide
conpl ete coverage and hiding of the substrate.
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3.4  TOUCHUP
Abr asi ons and scratches shall be touched up as foll ows:

a. Damaged area shall be sanded lightly to snooth and feather the
edges.

b. Additional nitrile rubber coating shall be applied
Touched-up areas shall blend in with the surroundi ng coating.
3.5 | NSPECTI ON

Work as described herein will be inspected for conpliance with this
specification by the Contracting Oficer

In addition, the Contractor shall provide for inspection of his work to
ensure that specification requirenents have been fulfill ed.

-- End of Section --
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